
WILKES-BARRE - HANOVER TOWNSHIP, PENNSYLVANIA

w’

CONDITION OF IMPROVEMENT, 30 SEPTEMBER 1987

AUTHORIZATION : The project was authorized by the Flood Control Act of 22 June
1936, as amended by the Flood Control Act of ’30 .June 1948, and is de~~’ribed in
Itouse Doc[lment No. 702, 77th Congress, secontl session.

PROJECT: The protective works consist of about 24,660 feet of earth levee and
160 feet of concrete floodwall on the left bank of the Susquehanna RLver, and
appurtenant drainage structures incl~ding 8 pumping s~ations and ~he Solomon
Creek impounding basin with 3,200 feet of additional earth levee, 4 electric
transformer substations, and necessary transmission line for furnishing power
to the pumping stations. The local improvements were designed to protect the
communities against flood discharges equal to those which occ~lrred in March
19360 The tropical storm of .June 1972, however, caused a flood which produced
a river flow of 345,000 cubic feet per second, which exceeded the pro.]ect
design.

LOCAL COOPERATION: Local cooperation has been provided as prescribed by the
Flood Control Act. of 22 .June 1936. The city of Wilkes-llarre operntefi and
maintains the por~ion of the project within the city, and, by
shares with Hanover Township in the operation and maintenance
of the project located in the township.

Cos’r: ‘l%e Federal COHL for new confltruction wa~ $3,853,457.
GS - new work was $36,375.

WYOMING VALLEY PROJECT: Remedial measures to protect against
discharge conditions as in the flood of .June 1972.
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fu~ilre high

NIJW WORK: Phase I construction work completed in September 1986 and Phase 11
construction was completed in May 1987.

COST: Total Federal Cost for Wyoming Valley pro.lect (to date) is $12,690,000.






