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EVERETT FLOOD PROTECTION PROJECT, C5:1, GSA 105-1

LOCATION: Raystown Branch Juniata River, Borough of Everett and
West Providence Township, Bedford County
QUADRANGLE: Everett East & West, Latitude: 40°01'00™",
' Longitude:78°22'30"

SPONSOR: Borough of Everett

PROJECT DESCRIPTION: The projéct consisted of construction of a 5,200-
foot long earth levee on the left bank, beginning just west

of Tussey Street and extending downstream to a point 500 feet below
the South Hopewell Street bridge; including dredging and shaping of
banks, beginning 500 feet above Tussey Street and extending ’
downstream 7,030 feet to a point 1,800 feet below the South Hopewéll
Street bridge. Approximately 4,000 feet of rock riprap was placed in
critical areas. Also included was a concrete box culvert on Bloody
Run extending through the levee and into a storm water pumping
station, and a concrete retaining wall, 130 feet in length, that

was placed immediately upstream of the South Hopewell Street

bridge. Metal cribbing was installed at two locations for

supporting vertical banks.

DESIGNER: Department

CONTRACT NO.: GSA 105-1.1 PERMIT NO.: Unknown .
BID OPENING: June 15, 1966 CONTRACT AWARD: July 8, 1966
LOW BIDDER: Gateway .Equipment and Supply Co., Inc., Monroeville, Pa.
PROJECT COMPLETED: June 14, 1968 . CONSTRUCTION COST: $638,724.12

DESIGN CRITERIA:

Drainage Area: 433 SM
Flood of Record {(March 1936) : 53,000 CFsS
Design Discharge: ' 53,000 CFS
Channel Width: 200 FT
Side Slopes 1V to 1.5H
Levee Top Width: 10 FT
Height 20 FT
Side Slopes . 1V to 2H
QUANTITIES:
393,955 C.Y. Excavation (All Types)
155,000 C.Y. Rolled Embankment
15 AC. Seeding
14,000 S.Y. Riprap
522 C.Y. Concrete
840 L.F. Corrugated Metal Pipe (Various Sizes)

Project turned over to sponsor for operation and maintenance on
July 10, 1968.
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EVERETT FLOOD PROTECTION, PUMPING STATION MODIFICATION, C5:1

PROJECT DESCRIPTION: The work consisted of construction of a

levee toe drain (900 foot ditch lined with rock riprap), 650 feet
of 30-inch corrugated metal pipe (CMP) conduit, a concrete

control structure with a 30-inch x 30-inch slide gate, trash racks,
and modifications to the equipment in the existing pumping station.

DESIGNER: Gatter & Diehl, Harrisburg, Pa.
CONTRACT NO.: C5:1E-104.1 PERMIT NO.: Unknown
BID OPENING: November 12, 1974 CONTRACT AWARD: November 26, 1974

LOW BIDDER: L. C. Anderson & Sons, Inc., Huntingdon, Pa.

PROJECT COMPLETED: May 14, 1976 CONSTRUCTION COST: $177,082.20
QUANTITIES:
1,574 C.Y. Excavation (All Types)
1,100 S.Y. 9-Inch Riprap
69 C.Y. Class A Concrete
6,300 LBS Steel Reinforcement
650 L.F. 30-Inch CMP






